
DIGISPOOLER & ERGOSPOOLER 
Programmable Optical Fiber and Fine Wire Respoolers 

Precision and Flexibility 

The DigiSpooler and ErgoSpooler families of  
programmable winders have similar capabilities, 
but are physically different to satisfy a variety of 
precision winding applications. The original 
DigiSpooler is a benchtop system with a simple 
touchscreen interface. The DigiSpooler II is floor 
standing with a larger interface, whereas the  
ErgoSpooler has a desk-like design meant to be 
comfortable for an operator to sit over the take-up 
section to monitor the results, or perform a manual 
operation on the spool or mandrel.  

 

Each machine is provided with brushless servo  
motors that turn and move the take-up spool. Up 
to two more servos may be used if active closed-
loop tension control and a moving payoff are  
selected. Adding a moving payoff assures a 
straight path of travel from start to finish with full 
reversible winding. The machine will also take up 
less floor space. Starts and stops are smooth and 
precise with +/-.06% typical length tracking  
accuracy. The traversing units move with  
positional repeatability of ±3 microns. A variety of 
tension control methods and tension ranges from 
5-2000g are available. 
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The Precise Solution 

Our Programmable Respoolers are ideal where precise winding is needed, or if the 
winding requirements often change. They feature a servo motor based control system 

with recipe storage and closed-loop tension control. Systems can be bidirectional 
and reversible with a straight material path. This results in less twist and stress with 
neater rows and layers onto a spool or mandrel. For some materials, the addition of 

our Level-Tru option produces spools with perfect level layer winding.  

DigiSpooler I 



DigiSpooler I 

The benchtop DigiSpooler I is a precise and flexible 
respooling system with a 6-inch color touchscreen 
interface. The interface provides intuitive controls 
for setting up the machine and storing recipes. All 
winding parameters for several hundred spool and 
fiber combinations can be stored in its onboard 
Windows-CE computer. Tension is set using the 
interface on machines that control tension actively 
based on feedback from a tension transducer in 
the fiber path, or by adjusting a dial on systems 
that use an electronic brake. No tools are required 
for most operations. Choose the traverse size,  
tensioning system, shaft size, and other options – 
including CE-Mark - that are right for your needs. 

DigiSpooler II 

The DigiSpooler II builds on the DigiSpooler I with 
additional programming and control and a space 
efficient floor standing design. Its 17-inch 
touchscreen interface with a full PC on board 

makes it ideal for custom applications requiring a 
specific operator interface design or integration 
with other software and devices like laser  
micrometers.  

True layer level winding is possible for some  
materials with the addition of our vision system 
based LEVEL-TRU option (DigiSpooler II only). 

ErgoSpooler 

The ErgoSpooler provides the same winding  
capability as the DigiSpooler II, but with an  
emphasis on operator control. Its desk-like design, 
with the take-up spool and operator interface 
within easy reach of a seated user, is intended for 
applications where interaction or monitoring by an 
operator is required. A convenient foot pedal frees 
the operator’s hands for applying adhesives,  
inspecting the spool, or other special requirements. 
A high magnification digital camera system can 
be added as a visual aid and to document the  
results. 
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DigiSpooler II (Large Spool Capacity with Bidirectional Winding & CE-Mark) 
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System Configuration 

For the DigiSpooler I or II, or the ErgoSpooler, you 
can choose from the many standard options to  
configure the right respooler for your needs. 
Chances are we already offer what you need. If 
not, we are able to make modifications for unique 
applications. Following are some standard options. 

Take-up Travel – All systems include a servo  
motor driven actuator on the take-up side. Its 
function is to traverse back and forth according to 
the pitch (fiber spacing) and spool width settings 
input into the touchscreen interface. The length of 
travel of the actuator should at least be equal to 
the widest spool that will be wound. Standard  
traverse lengths are available from 150–350mm. 
ErgoSpoolers can be longer. The standard actuator 
has bidirectional repeatability of ±5µm.  

Payoff Travel – An additional actuator can be  
incorporated on the payoff side. This acts to keep 
the payoff point of the filament from the supply 

spool aligned with the guide wheels on the  
machine. This provides the least amount of stress 
and side loading on the material and can also  
result in better winds. In most cases, it allows full 
unwinding capability by evenly redistributing the 
fiber or wire back onto the payoff spool. 

Tension Control – Showmark programmable  
respoolers are offered with two types of closed-
loop tension control. Standard Closed-Loop uses a 
smooth turning electronic brake coupled to the 
payoff shaft. The brake is controlled based on 
feedback from a non-contact sensor that monitors 
the diameter change of the payoff spool. Active 
Closed-Loop systems use a servo motor on the 
payoff shaft in conjunction with a tension  
transducer that measures the actual tension in the 
filament. Standard tension control can range in 
increments from 5-2000g.  

Any Spool – Spoolers can be configured to fit 
many spool sizes. Various diameter shaft sizes are 
available for the payoff and take-up. A spool 

ErgoSpooler 



mounting system is provided to mount onto with 
each shaft. They allow spools with a range of bore 
sizes to be mounted. No tools are needed. In  
addition, a shaftless chuck system is available for 
holding any shaft from 0-10mm in diameter. 
Standard spool flange diameters up to 500mm 
can be accommodated. Custom shafts can be 
provided to meet special needs.  

Add the Special Features You Need 

Options are available for tailoring Showmark’s 
winders to your exact needs including, CE Mark, 
special clamps, Automatic Flange Detection,  
custom sized guide wheels, and custom spool 
adapters. 

Incorporate a process or sensor – All machines 
can be configured to accommodate a specific 
process or inspection system in the wire path.  
This is done by adding a “Workstretch” into the 
machine. The Workstretch can be any length.  

The machine can even be built in two halves to  
accommodate extremely long extruding,  
cleaning, annealing, and other processes. The  
fiber or wire travels in a straight and level path 
through the Workstretch. Showmark can often 
mount and integrate your process with the motion 
controller of the DigiSpooler.  

  

  

   

Examples of spools and coils wound on Showmark programmable spooling machines 
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A Laser Micrometer integrated into the 

fiber path of a DigiSpooler II.  

 DigiSpooler I DigiSpooler II ErgoSpooler 

Frame Style Benchtop Floor Standing Floor Standing Desk Height 

Screen Size 6-inch 17-inch 17-inch 

Computer Type Windows CE Windows Pro PC Windows Pro PC 

Shaft Sizes 10, 15, 20mm, 0-10mm Chuck 10, 15, 20, 30mm, 0-10mm Chuck 10, 15, 20mm, 0-10mm Chuck 

Traverse Ranges 150, 250mm 150, 250, 350mm 150, 250, 350, 500mm 

Speed Range 0-200 or 0-400 rpm 0-200, 0-400, or 0-500 rpm 0-200 or 0-400 rpm 

Tension Range 5-75g, 15-100g, 50-500g 5-75g, 15-100g, 50-500g 5-75g, 15-100g, 50-500g 

Standard Specifications 

Tension Accuracy Typically ± 2% Typically ± 2% Typically ± 2% 

Length Accuracy Typically ± .06% Typically ± .06% Typically ± .06% 


